
SBC D
aughterboard / Pow

er Convertor / M
ounting Kit

All specifications are subject to change without notice.6-5

ARM-174

Specifications
Weight Capacity 1~15 kg (2.2~33 lb)

Screen Rotation
Dynamic Adjustable Screen Rotation
1) Up and down (180°)
2) Left and right (180°)
3) Front and right (70°)

Color & Material Black,  Metal alloy and plastic cover

Display Compatibility VESA 75/100

Ordering Information
ARM-174 LCD monitor wall-mount bracket; VESA-75/100;  

weight capacity: 1~15 kg

•	 Holds 14" to 19" LCD Monitor Up to 15 kg
•	 3 Pivoting Points Adjust the Screen Tilt , Right, Left and Rotary

Features

Mounting Kit

ARM-912

Specifications
Weight Capacity 8~15 kg (17.6~33 lb)

Tilt 35° up and 25° down (display) & 45° up and 20° down (arm) 

Rotation 180° for portrait or landscape viewing (right & left) 

Pivot 360°, 360°, 360° (desk, arm, display) 

Extension 480mm

Lift 420mm 

Color & Material Silver, Aluminum alloy

Display Compatibility VESA 75/100

Ordering Information
ARM-912 LCD monitor desktop ARM with C clamp

•	 Gas Spring Design for Free Movement
•	 Holds LCD Monitor from 8~15 kg (17.6~33 lb) 
•	 Quick and Simple LCD Monitor Installation

Features


